
APP No. 040910 - 040917

APP Acryl Tape - acrylic double-sided adhesive 
tape for indoor and outdoor applications with 
increased mechanical strength. Guarantees high 
initial adhesion and is resistant to dynamic stress, 
thus providing a permanent and economical 
connection of materials.

Replaces riveting, welding, liquid adhesives, and 
other permanent fasteners.

Acrylic double-sided adhesive tape
APP Acryl Tape

APP Sp. z o.o.
ul. Przemysłowa 10, 62-300 Września
Customer Service Department: Phone +48 61 437 00 20, bok@app.com.pl

www.APP.com.pl EN

05.11.2021



05.11.2021

EN

APP Sp. z o.o.
ul. Przemysłowa 10, 62-300 Września
Customer Service Department: Phone +48 61 437 00 20, bok@app.com.pl

www.APP.com.pl

6 mm
APP No. 040916
APP No. 040917

Acrylic double-sided adhesive tape
APP Acryl Tape

USE:

• mounting on heavily loaded elements,
• fixing external profiles, decorative strips,
• fixing of emblems, etc.,
• mounting of interior mirrors,
• mounting wheel weights,
• fixing signs, boards, and other flat surfaces.

APP No. Product name Size Quantity

040916 APP ACRYL Tape - Acrylic double-sided adhesive tape 6 mm x 5 m 14 pieces

040910 APP ACRYL Tape - Acrylic double-sided adhesive tape 9 mm x 5 m 14 pieces

040911 APP ACRYL Tape - Acrylic double-sided adhesive tape 12 mm x 5 m 14 pieces

040912 APP ACRYL Tape - Acrylic double-sided adhesive tape 19 mm x 5 m 14 pieces

040917 APP ACRYL Tape - Acrylic double-sided adhesive tape 6 mm x 10 m 14 pieces

040913 APP ACRYL Tape - Acrylic double-sided adhesive tape 9 mm x 10 m 14 pieces

040914 APP ACRYL Tape - Acrylic double-sided adhesive tape 12 mm x 10 m 14 pieces

040915 APP ACRYL Tape - Acrylic double-sided adhesive tape 19 mm x 10 m 14 pieces
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ES ADHESION TO MANY TYPES OF SUBSTRATES, 
such as plastics, metal, wood, glass, ceramics, painted,  
and enamelled surfaces.

GOOD RESISTANCE TO  
ORGANIC SOLVENTS

VERY GOOD MOISTURE  
RESISTANCE

GOOD RESISTANCE
TO UV RADIATION

HEAT RESISTANCE  
from -300C to 1200C.

9 mm
APP No. 040910
APP No. 040913

12 mm
APP No. 040911
APP No. 040914

19 mm
APP No. 040912
APP No. 040915


